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FTP-637MCL103
■ OVERVIEW

The FTP-607MCL Series thermal printer (driven by 24VDC)
provides ultra-high speed printing (80mm/s) for 2-inch and 3-
inch wide paper.  Our original platen removal mechanism
allows easy paper loading and maintenance.

The FTP-607 MCL series can be used for a variety of
applications, such as POS/ECR, Kiosk terminals, ticket
issuing terminals, label printers, banking terminals, and
measurement and medical equipment.

■ HIGHLIGHTS

•  Compact size
Height 15.5 mm, width 70.4 mm, depth 33.0 mm for the 2
inch model. The  3-inch product has a width of 92.4mm.

• High speed printing
It can print at 100 mm/s (800 dotlines/s) maximum by
using Fujitsu's unique head drive control.

• Easy loading mechanism (ELM) type
Our unique platen removal mechanism improved paper
loading and maintenance.

• Multi-featuring diecast fame
By application of multi-featuring diecast frame, continous
print  by function of heat-sink, high ESD stand by function
of earth frame and shock/vibration stand by function of
solid frame are  valid.

• High resolution printing
8 dots/mm of resolution printing is possible.

24 V DRIVE, FTP-607 SERIES

HIGH SPEED THERMAL PRINTER

3-INCH TYPE MECHANISM
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■ PART NUMBERS

■  SPECIFICATIONS

Part number FTP-637MCL103

Printing method Thermal-sensitive line dot method

Dot structure 576 dots/line

Dot pitch (Horizontal) 0.125 mm (8 dots/mm)—Dot density

Dot pitch (Vertical) 0.125 mm (8 dots/mm)—Line feed pitch

Effective printing area 72 mm

Number of columns ANK 48 columns/line (max.12x 24 dot font)

Paper width 80 mm+0

Paper thickness 60 to 100 µ m (some paper in this range may not be used because of
paper characteristics)

Printing Speed Maximum 100mm/sec. (800 dot  line/sec.)

Alphanumeric, katakana: 159 types
International and special characters: 195 types
JIS Kanji
(supported when Kanji CG is mounted): about 6800 types

48 columns: ANK
28 columns: ANK, Kanji
72 columns: ANK
36 columns: ANK, Kanji

SpecificationsItem

Character types

Character, dimensions
(H×W),
number of columns

-1

(1.5 × 3.0mm)
(3.0 × 3.0mm)
(1.0 × 2.0 mm)
(2.0 × 2.0 mm)

emaN rebmuNtraP

msinahceMretnirP hcni3 301LCM736-PTF

ISL 102UC726-PTF

draoBecafretnI
lellarap 812LCD736-PTF

laires 832LSD736-PTF

elbaCecafretnI
)scinortneC(lellaraP 202Y826-PTF

)C232-SR(laireS 203Y826-PTF

elbaCrewoP
cigoL 104Y926-PTF

rotomdaeH 106Y926-PTF
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■  SPECIFICATIONS

*1: printing density assurance range, operation is possible at -0˚C to +40˚C
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ytidimuhgnitarepO )noitasnednocon(HR%58ot02

erutarepmetegarotS )dedulcnitonrepap(C˚06+otC˚02-

ytidimuhegarotS )noitasnednocon(HR%59ot5

noitceteD
noitcnuf

erutarepmetdaeH
noitceted
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FTP-637MCL103

■ DIMENSIONS
1. Printer mechanism

2 Interface board
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■ CONNECTOR PIN ASSIGNMENT OF MECHANISM (FPC)
1. Thermal Head
Part number : 52610-3090 Molex or equivalent
FTP-637MCL103 PIN ASSIGNMENT

oN
langiS O/I stnetnoC

1 KHP — )edohtaC(rotpurretniotohP

2 NESV I rosnesrepaprofylppusrewopdnuorG

3 EHP O )rottimE(rotpurretniotohP

4 WS — hctiwsneponetalP

5 WS — hctiwsneponetalP

6 HV I

daehlamrehtrofylppusrewoP7 HV I

8 HV I

9 ID I niatadtnirP

01 3BTS I 3elbanetnirP

11 4BTS I 4elbanetnirP

21 DDV I cigolrofrewoP

31 DNG —

daehlamrehtrofylppusrewopdnuorG

41 DNG —

51 DNG —

61 DNG —

71 DNG —

81 DNG —

91 MT O rotsimrehT

02 1BTS I 1elbanetnirP

12 2BTS I 2elbanetnirP

22 TAL hctalatadtnirP

32 KLC I kcolC

42 HV I

daehlamrehtrofylppusrewoP52 HV I

62 HV I

72 A/TM I

langisnoitaticxerotomgnippetS
82 A/TM I

92 B/TM I

03 B/TM I
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